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Preface

1.1 What is SiWDaemon?

S / W tool is to make end user to easily adjust the settings of SiWDaemonTM.
SiWwDaemonTM is the controller and the USB or operatively connected by COM port.

1.2 SiWDaemon Features

® Calibration
Calibrate touch screen coordinate error (coordinate error between touch
panel and monitor)
® TSP - Monitor Mapping
Touch event on the touch panel by a specific monitor.
® Beep Setting
Setting beeping request and attribute when in touch event
® Mouse Setting
This is a touch event which is relevant to operation settings. If you use

Windows 7 & 8, some menus are available when emulation is selected

® Touch Setting

Possible to setting for the touch, Palm Rejection, Sensitivity etc...
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Getting Started

2.1 Installation

Please follow the below instruction step by step to install SiwDaemon™

1. Install SiwDaemon
- SiWTouchDaemon_Installer_x86_Vx.x.x.x.exe (For 32 bit)
- SiWTouchDaemon_Installer x64 Vx.x.x.x.exe (For 64 bit)

Notice: When in the end of installation process, it must to be reboot unless it

cannot operation normally .

Installer Language ﬁ

' Flease select a language.

[Korean / Hangugeo v]

Enalish [ English
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28 5w Touch Daemon V0.02.0 Setup l = S

Welcome to SiW Touch Daemon
V0.0.2.0 Setup

Setup will guide you through the installation of SiW Touch
Daemon ¥0.0.2.0.

It iz recommended that you dose all other applications
before starting Setup. This will make it possible to update
relevant system files without having to reboot your
computer.

Click Mext to continue.

Next » | l Cancel I
b
88 5w Touch Daemon V0.02.0 Setup l = ot
License Agreement
Flease review the license terms before installing SiW Touch Daemon ¥0.0.2.0. '

Press Page Down to see the rest of the agreement.

Copyright ?1999-2015 Silicon Works Ltd.

This software is provided 'as-s', without any express or implied warranty. In no event wil
the authors be held liable for any damages arising from the use of this software.

Permission is granted to the dient we supply to for using the products of the company, and
it is prohibited using this software for any other purpose.

If you accept the terms of the agreement, dick I Agree to continue. You must accept the
agreement to install SiW Touch Daemon V0.0.2.0.

< Back H 1 Agree ] l Cancel

8 Siw Touch Dasmon V0.0.2.0 Setup El_I_J

Choose Install Location '

Choose the folder in which to install Siw Touch Daemon v0.0.2.0.

Setup will install Siv Touch Daemon V0.0, 2.0 in the following folder. To install in a different
folder, dick Browse and select another folder. Click Install to start the installation.

Destination Folder

Browse...

Space required: 5.2MB
Space available: 126.2GB

< Back ” Install ] l Cancel
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88 5w Touch Daemon V0.0.2.0 Setup | =

Installing
Please wait while SivW Touch Daemon V0.0, 2.0 is being installed. .

’
28 Siw Touch Dasman V0.0.2.0 Setup =

=

g% You should reboot after installation.
W' Do you wish to reboot the system now?

an | [ oam

Mullsoft Install System 3,001

< Back Mext = Cancel

v 4

Figure 1. Installation
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Function Description

3.1 SiW Daemon Control Panel

Function of SiWDaemon™ Control Panel are as following :

3.1.1. Device
r' Siw Daemon Contral Panel EI_IéJ

Device ]Setting] Mutti Mon'rtor] About]

MultiTouch-Device

Open Device
oK

Figure 2. Device tap

The Device tab of the Control Panel would be showed by the connected device
name and the icon..
Double-click the icon, and then select the icon by clicking the 'Open Device'

button settings for the device window is PopUp.
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3.1.2. Setting
r' SiW Daemon Control Panel = ) |

Device Seffing ]Murti Monitor | About |

Beeping
¥ Activate
Beep Type Beep Frequency 1000 Hz
@] y) 500

Vo o
Beep Time 1000 ms
* Sound Beep [ z

100

Figure 3. Setting tap

In the Setting tab of the Control Panel, you can change the system-related
settings.
About the buzzer beep and sound been, it is changeable.
® Buzzer Beep: System is using the Built-in speaker
® Sound Beep: Using the sound card
® Beep Frequency: Pitch of Sound Beep (Buzzer Beep Only)
® Beep Time: Duration of Sound Beep (Buzzer Beep Only)

3.1.3. Multi Monitor

Rev 1.0 Preliminary
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“ SiW Dasmon Control Panel EI_IéJ

Device | Setting Multi Monicor | About |

Mapping Touch Input

= — —

Figure 4. Multi Monitor tap

When using multi-monitor, the touch event of the connected touch screen could

be assigned to any monitor

Wait 5 seconds to skip.

Please, touch the monitor which you want to use. Type 's' to skip.

You may touch the screen on the target monitor you want to set touch event
mapping. System will shutdown by itself a little while later then monitor displays the
same screen. If you want to shutdown without any delay, please press “s” then it will

jump to the next screen.
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3.1.4. About
r“ SiW Daemon Control Panel = )

Device | Setting | Multi Monitor About

" SiW Touch Daemen
V0.0.2.0

Connected Device

Device 0 (MultiTouch-Device)

Contact Infomation
Support by email: marketing@siliconworks, co, ke
Support by website: weww, Siliconworks, co kr

OK

% = v ;3

Figure 5. About tap

You can confirm the connected device name and version information of the
SiwDaemonTM S / W Tool.

3.2 Device Settings Panel

With associated menu for detailed settings for a touch screen device that

functions is as follows.

3.2.1. Calibration
r' Device 0 (MultiTouch-Device) EI_IéJ

Calibration ]Mouse] Touch | About |

®e

Standard Calibration Restore Last Setting

% = 3

Figure 6. Calibration tap

To correction the coordinate error between touch panel and monitors

® Standard Calibration : Coordinates Display Calibration
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® Restore Last Setting : Recovery to the previous coordinate calibration

JV

Please, hold the center of CROSS LINE until it tunrs GREEN

Wait 15 seconds to skip

If you touch the center of the first calibration point and keep you finger there, it

will showed red and after it's finished, it will turned into green.

Wait 15 seconds to skip Wait 15 seconds to skip

Please, hold the center of CROSS LINE until it tunrs GREEN Please, hold the center of CROSS LINE until it tunrs GREEN

If you touch the center of the second calibration point and keep you finger there,
it will showed red and it's will also turned into green when it's finished, indicates the

coordinate calibration is complete.

Wait 5 seconds to skip

Calibration Complete!
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3.2.2. Mouse
r' Device 0 (MultiTouch-Device) EI_I—E_hr

Calbration  Mouse | Touch | About |

[v Emulation Mode (for more than Window 7):

Right Click

Double Left Click (* ClickonTouch ¢ Click on Release

Small Large small Large
Area —J Area _Ji

.......... o ¥ o o o o o o

Short Long Short Long
Time | Delay

A

Figure 7. Mouse tap

Provides mouse-related settings menu.

® Emulation Mode : Adjust the right mouse button on a touch screen
menu. Window 7 or higher version operating systems support only

® Double Left Click : Double click the left mouse button related
adjustment
- Area : Adjust the range between the first and second clicks for a
double click
- Time : Adjust the time interval between the first and second clicks
for a double click

® Right Click
- Click on Touch : The right-click menu displayed in touch - Click on
Release : when touch the right-click menu displayed, then touch
released
- Area : Adjust the right-click menu can be displayed touch area

(If the area smaller the right side of the menu is difficult to

loading)
- Delay : When the touch events displays, the time of right-click menu

delay time adjustment
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3.2.3. Touch
r' Device 0 (MultiTouch-Device) EI_IéJ

Calbration | Mouse Touch | about |

Palm Rejection Size  — )| 9

Sensitivity | 100

Figure 8. Touch tap

Provides a touch-related settings menu.
® Palm Rejection Size : The size of the area size by hand to be excluded
from the touch event

® Sensitivity : Touch Sensitivity

3.2.4. About
r“ Device 0 (MultiTouch-Device) EI_Iéj

Calibration | Mouse | Touch About

' MultiTouch-Device

SH_01-15.00-v2.2

Silicon Works

Default Settings | Preserve Settings

Figure 9. About tap

To display detailed information for an associated touch screen devices.
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Touch screen device name, device firmware, device manufacturers name is
displayed.
® Default Settings : Restore the current settings in the firmware, the
initial value.
® Preserve Settings : Stores the current settings in non-volatile memory
The hard disk on the system need to be changed

then current setting is preserved.

3.3 Tray Menu

Automatically at system startup drive is registered when running the Tool Tray

menu.
8 1r you double-click then the Control Panel icon would be PopUp.

The context menu is displayed when you click the right mouse button on the

icon.

’ |

Control Panel

Beeping

el 2= 310 PRy e=3m

® Control Panel : Display the Control Panel
® Beeping : Beep sound occurrence (when checking it, the Beep sound
would be generated)

® Exit : Daemon Tool termination
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